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SHARED USE PATH INTERSECTION
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CLASS B CONCRETE

DETAIL A-A

REFLECTOR PANEL (PLACE

 ON ALL FOUR SIDES)

SEE DETAIL A-A

SEE NOTE 1
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2" (50) DIA. HOLE LOCATED

4" (100) ABOVE GRADE

2’ (600)

REMOVABLE BOLLARD

SEE DETAIL

18" (450) DIA. STONE
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PLATE WELDED TO TUBE WITH 3" (75)

O.C. HOLE

6" (150) x 6" (150) (NOM)

TREATED POST

SEE NOTE 4

1.  THE 4" (100) CONCRETE SHARED-USE PATH SHALL BE FINISHED TO INCLUDE A TEXTURED WARNING

þÿ� � �S�U�R�F�A�C�E� �B�Y� �U�S�I�N�G� �A� �J�O�I�N�T� �S�T�R�I�K�E� �T�O� �P�R�O�D�U

  PAYMENT FOR INSTALLING THE GROOVED FINISH SHALL BE INCIDENTAL TO THE SIDEWALK

  CONSTRUCTION.

2.  FOR 8’ (2450) AND 10’ (3050) PATH WIDTH, THE OUTSIDE DIMENSION FROM CENTER OF BOLLARD

  TO EDGE OF PATH SHALL BE 2’ (610) AND 3’ (915) RESPECTIVELY.

3.  IF THE SHARED USE PATH ENDS AT A ROADWAY, THEN DETECTABLE WARNING TRUNCATED

  DOMES 24" (600) LONG AND THE FULL WIDTH OF THE PATH SHALL BE INSTALLED.  SEE SHEET

  C-2.

þÿ�4�.� � �S�T�E�E�L� �T�U�B�E� �T�O� �E�X�T�E�N�D� ���"� �(�1�3�)� �A�B�O�V�E� �G�R

  TO KEEP WATER AND SEDIMENT FROM DRAINING INTO TUBE.




